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SANITARY WARE SPECIFICATION SHEET

Item Descriptions Geberit 'UP120' front/top operated, 3/7.5L dual
flush, PVVC bend concealed cistern without angle
stop and chrome plated 'Artline’ actuator plate

(WSD approved)
Dimensions Refer to drawing
Model 115.666.21.1 (Actuator)

224.158.00.1 (Cistern)

Plate Finish Chrome Plated
Manufacturer Geberit (PRC)
Supplier Acme Sanitary Ware Co. Ltd

Mr. Eric Wong/ Mr. Wilson Hung

Illustration/ Drawing

B GEBERIT

Contact Tel/Fax (852) 2388-7171/ (852) 2710-8012
E-mail acme@acmesanitary.com.hk
Website www.acmesanitary.com.hk

Application Purpose

« For installation in split-height preWall construction in front of a solid or drywall construction
« For a floor construction of 0 - 20 cm

» For WC with fastening distance 18 cm or 23 cm

Characteristics = -

* Element height 82 cm L | ¥

« Adjustable flushing volume WGEBERIT

« Dual flush with flush actuator "Artline" o 18123

* Water supply connection left — r 82
« Self-supporting 22 |lo. O |

* Powder-coated, colour Geberit blue \ 4 ER}

« Galvanized leg supports, adjustable 0 - 20 cm 0 —

« Rotating foot plate ___-[_ L] ﬂ-_
» External overflow 0-20 |

Note:

* All information of the above is the reference only. No prior notice is made if any changes.



