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SANITARY WARE SPECIFICATION SHEET

Item Descriptions Bobrick (USA) Surface mounted door
bumper
Dimensions Refer to drawing
Model B-687
Material/ Finish Stainless Steel
Manufacturer Bobrick Washroom Equipment Inc. (USA)
Supplier Acme Sanitary Ware Co. Ltd
Mr. Eric Wong/ Mr. Don Yuen
Contact Tel/Fax (852) 2388-7171/ (852) 2710-8012
E-mail acme@acmesanitary.com.hk
Website www.acmesanitary.com.hk
MATERIALS:

Post — Black nylon.
Bumper — Black neoprene.
Base — 18-8, type-304, 22-gauge (0.8mm) stainless steel.

INSTALLATION:

Mount unit on wall with sheet-metal screw furnished by manufacturer at point
indicated by an S. 1. Position Door Bumper in desired location. 2. Use Base (687-
4) as a template to locate hole for mounting screw. 3. For mounting on wood or
particle board. 1" (25mm) minimum thickness, drill #26 x 1/2" (3.7 x 12.7mm). 4.
Install Bumper with one #10 x 2-1/2" (64mm) sheet-metal screw furnished by
manufacturer.

SPECIFICATION:

Surface-mounted door bumper shall have base constructed of type-304 stainless
steel with bright polished finish. Unit shall be equipped with black neoprene
bumper.
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Note:

* All information of the above is for the reference only. No prior notice is made if any changes.

Source: Bobrick Washroom Equipment Inc.




