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SANITARY WARE SPECIFICATION SHEET

Dimensions W420 x L370 x H1140 mm

Illustration/ DrawingLIXIL / INAX (Japan) Floor stand urinal with built-

in sensor with hydroelectric power in DC supply;

Flush volume 2 L/M at super water saving mode;

Aqua Ceramic Technology against stain lasting a

century ; complied with JIS & JWWA; tested on

BS3402:1969, HTM64:2006, BS3402, BSEN274-

1:2022 & MOD ISO 22196; test report J27752B &

J27752C; Water flush volume 1.4 & 1.1 litres/cycle

in WELS Grade 1 ; Registration No. 1U 19-0032 &

1U 18-0050

Manufacturer

Vitreous China / Aqua Ceramic

LIXIL / INAX

Item Descriptions

Country of Origin

Source

Japan

YU-A31MP/BW1

https://www.youtube.com/watch?v=NlK5aYDBRWg

(852) 2388-7171 / (852) 2710-8012

Website www.acmesanitary.com.hk

E-mail

Acme Sanitary Ware Co. Ltd

Mr. Eric Wong/ Mr. Don Yuen

acme@acmesanitary.com.hk

 https://www.youtube.com/watch?v=Yp0oxtcvtYY
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Note:  Compatible to change to TOTO in serie "US810"
























